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QSFP+ to 4 SFP+ Copper Breakout Cable, Passive

Product Description

QSFP+ to 4 SFP+ Splitter Cables feature a single QSFP+ connector rated for 40 Gigabit per second on one 
end and 4 SFP+ connectors, each rated for 10 Gigabit per second on the other end.  The cables provide low 
cost and low power consumption interconnect solution for 40-Gigabit Ethernet, Fibre Channel, QDR Infini-
Band, 10 Gigabit applications and other industry standards.  QSFP+ to 4 SFP+ splitter cables use 
state-of-the-art zinc die-cast backshells for superior crosstalk and EMI performance. These cables are the 
optimum solution for connecting your 40G QSFP+ and 10G SFP+ enabled host adapters, switches and 
servers without upgrading your entire data center or storage array.
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QSFP+ Direct Attach Copper Cable, Passive

Product Description

QSFP+ Direct Attach Copper Cables provide a cost effective and power saving interconnection solution for 
very short distance telecommunication and data communication applications. These cables are the optimum 
solution for connecting a 40-Gigabit link between QSFP+ ports of QSFP+ switches within racks and across 
adjacent racks. QSFP+ cables use an integrated 38-position connector design with zinc die-cast backshells 
for superior EMI performance and signal quality. With 3 times the port density of SFP/SFP+ and up to 14 
Gigabit per second per channel FDR, these cables are the more optimal solution when compared to fiber 
optic links. They are tested and designed to support QDR InfiniBand, 40-Gigabit Ethernet, 40G Fibre Channel, 
SAS, SONET, and other industry standards.
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SFP+ Twinax Copper Cable, Active 

Product Description

Active SFP+ Twinax Copper Cables come with an embedded silicon chip, allowing them to be more compact, 
thinner, and longer so that data will be transmitted faster and with higher quality than their passive equivalents. 
With lengths up to 20 meters long, the cables provide low cost and low power consumption interconnect 
solution for 10-Gigabit Ethernet, Fibre Channel, InfiniBand, SONET, and other industry standards. SFP+ cables 
use an integrated 20-position connectors design with zinc die-cast backshells for optimal EMI performance and 
signal quality. These cables are direct attached twinax cables and are fully compliant with SFP+ MSA and 
SFF-8431 specifications.
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SFP+ Twinax Copper Cable, Passive

Product Description

SFP+ Twinax Copper Cables provide a cost effective and power saving interconnect solution for 10-Gigabit 
Ethernet, Fibre Channel, InfiniBand, SONET, and other industry standards. SFP+ cables are backward com-
patible and use an integrated 20-position connector design with zinc die-cast backshellsl for optimal EMI 
performance and signal quality. They are the best solution for short reach telecommunication and data com-
munication applications. SFP+ Cables are hot-swappable input output devices, allowing them to add compo-
nents to the system without interruption to the operation of the system.  These cables are direct attached 
twinax cables and are fully compliant with SFP+ MSA and SFF-8431 specifications.
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